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R HookLock  HC‐85　
　PAT.P

■Parts

【Screws  for  body】
  3.8×20：2 pcs

【Screws  for counter  plate】
  3.5×20：3 pcs

Read  this  mounting  instruction  carefully  to  secure  
appropriate  operation.
All  dimensions  are  by  the  metric  system.  (mm)
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2)  Recess Mounting
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Counter  Plate：1pcs

Counter  plate

【Screws  for counter  plate】
  3.5×20：3 pcs

【Screws  for  body】
  3.8×20：2 pcs
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The HC-85 is a positive hook lock for the sliding door.

It features a simple hook to lock a sliding door and a color indicator
 for the lock and unlock positions.

The HC-85 is made from SUS304 stainless steel, so that it can be
 used in damp or  corrosive environments.

  Important
   Align  bottom  positions  of  body  and
   counter  plate.

  Important
   Align  bottom  positions  of  body  and
   counter  plate.


INSTALLATION INSTRUCTION



Step 1.

Find the suitable height at 
 the edge of the sliding door
 and attach the latch body to 
 the door.

Make sure that the lock 
 position is UP.




Step 2.

Depending on the type of 
 mounting the sliding door 
 has, please refer to mounting
 instructions 1 or 2.
 Mount the plate at the exact 
 same height as the latch body.





*If you have a recess mounting application, please cut out a section out of the slide 
 board section for the latch hook before mounting the counter plate.
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