
Quality is the 
New Black!

Black Finishes

Sliding Door Handles • Knobs • Pulls • Catches • Latches
Hinges • Hooks • Door Stoppers • Dampers • Brackets and More
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*Requires J95-P6T Mounting plate sold separately

HEAVY DUTY CONCEALED HINGE (25mm OVERLAY) J95-24/25T,J95-C24/25T
• Load capacity: 25 kg (55Ibs) / 2pcs, 35kg (77lbs) / 3pcs.
• Maximum door width: 800mm (31-1/2" ) / 2pcs.
• Clip on type for easy installation.
• 3-way adjustment with door installed.
•  Requires 6 M5 or equivalent (US#10) screws: 2 pcs for 

each hinge, and 4 pcs for each mounting plate.
•  Optional hinge cover (J95SC-25GR) and mounting plate 

cover (J95ZC-GR) available.
• Glass face plate (GH-J95FP) also available.
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Bore Dimensions

GH-J95FP
Glass Face Plate

Sold Separately

J95ZC-GR
Mounting Plate Cover

Sold Separately

J95SC-25GR
Safety Cover
Sold Separately

 Glass thickness (D) Hinge side O.C.
8 0

9.5 (3/8") 0
10 0

 Hinge side opening clearance chart

 Glass thickness 8mm  Glass thickness 10mm
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 Hinge side opening clearance chart

Glass Door Application

Bore Dimensions

 Glass thickness 8 mm  Glass thickness 10 mm

*Requires J95-P6T Mounting Plate and GH-J95FP faceplate for glass door application (sold separately p.288-289).

Item No. Type Weight (g) Box (pcs) Carton (pcs) Finish
J95-24/25T-NI Free Swing 131

10 100
Nickel (NI)

J95-C24/25T-NI Self-Closing 143
J95-24/25T-BN Free Swing 131

Black Nickel (BN)
J95-C24/25T-BN Self-Closing 143

Part Name Material
Cup Zinc Alloy
Body Steel

42

Glass thickness (D) Hinge side O.C.
8 0

9.5 (3/8") 0
10 0

48

40

J95ZC-GR/NI/BC
Mounting Plate Cover
Sold Separately
(See p.288)

J95SC-25GR/NI/BC
Safety Cover
Sold Separately
(See p.288)

•  Load capacity: 25 kg (55 Ibs)/2 pcs, 35 kg (77 lbs)/3 pcs.
•  Maximum door width: 800 mm (31-1/2")/2 pcs.
• Recommended door thickness: 8~10mm (5/16~3/8) for  
 tempered glass only. 
•  Clip on type for easy installation.
•  3-way adjustment with door installed.
•  Requires 6 M5 or equivalent (US#10) screws: 2 pcs for 

each hinge, and 4 pcs for each mounting plate.
•  Optional hinge cover (J95SC-25) and mounting plate 

cover (J95ZC) available (sold separately p.288).
•  Glass face plate (GH-J95FP) also available (sold 

separately p.289).
•   For wood door applications, see page 282.

J95ZC-GR/NI/BC
Mounting Plate Cover
Sold Separately
(See p.288)

J95SC-25GR/NI/BC
Safety Cover
Sold Separately
(See p.288)

GH-J95FP/CR/SN/BL
Glass Face Plate
Sold Separately
(See p.289)

Grey (GR) Nickel (NI) Black Chrome (BC)

Grey (GR) Nickel (NI) Black Chrome (BC)

Chrome (CR) Satin Nickel (SN) Black (BL)
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HEAVY DUTY CONCEALED HINGE (25mm OVERLAY) J95-24/25T,J95-C24/25T
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HEAVY DUTY CONCEALED HINGE (16mm OVERLAY) J95-24/16T,J95-C24/16T
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Glass Door Application

Glass thickness (D) Hinge side O.C.
8 0

9.5 (3/8") 0
10 0

 Hinge side opening clearance chart

 Glass thickness 8 mm  Glass thickness 10 mm
Bore Dimensions

4248

40

Nickel (NI)

Black Nickel (BN)

Item No. Type Weight (g) Box (pcs) Carton (pcs) Finish
J95-24/16T-NI Free Swing 131

10 50
Nickel (NI)

J95-C24/16T-NI Self-Closing 143
J95-24/16T-BN Free Swing 131

Black Nickel (BN)
J95-C24/16T-BN Self-Closing 143

Part Name Material
Cup Zinc Alloy
Body Steel
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*Requires J95-P6T Mounting plate sold separately

HEAVY DUTY CONCEALED HINGE (16mm OVERLAY) J95-24/16T,J95-C24/16T
• Load capacity: 25 kg (55Ibs) / 2pcs, 35kg (77lbs) / 3pcs.
• Maximum door width: 800mm (31-1/2") / 2pcs.
• Clip on type for easy installation.
• 3-way adjustment with door installed.
•  Requires 6 M5 or equivalent (US#10) screws: 2 pcs for 
each hinge, and 4 pcs for each mounting plate.
•  Optional hinge cover (J95SC-16GR) and mounting plate 
cover (J95ZC-GR) available.
• Glass face plate (GH-J95FP) also available.
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Bore Dimensions

GH-J95FP
Glass Face Plate

Sold Separately

J95ZC-GR
Mounting Plate Cover

Sold Separately

J95SC-16GR
Safety Cover
Sold Separately

 Glass thickness (D) Hinge side O.C.
8 0

9.5 (3/8") 0
10 0

 Hinge side opening clearance chart

 Glass thickness 8mm  Glass thickness 10mm

Item No. Type Weight (g) Carton (pcs)
J95-24/16T Free Swing 131

50
J95-C24/16T Self-Closing 143

Material Finish
Steel Nickel
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*Requires J95-P6T Mounting plate sold separately

HEAVY DUTY CONCEALED HINGE (16mm OVERLAY) J95-24/16T,J95-C24/16T
• Load capacity: 25 kg (55Ibs) / 2pcs, 35kg (77lbs) / 3pcs.
• Maximum door width: 800mm (31-1/2") / 2pcs.
• Clip on type for easy installation.
• 3-way adjustment with door installed.
•  Requires 6 M5 or equivalent (US#10) screws: 2 pcs for 
each hinge, and 4 pcs for each mounting plate.
•  Optional hinge cover (J95SC-16GR) and mounting plate 
cover (J95ZC-GR) available.
• Glass face plate (GH-J95FP) also available.
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Bore Dimensions

GH-J95FP
Glass Face Plate

Sold Separately

J95ZC-GR
Mounting Plate Cover

Sold Separately

J95SC-16GR
Safety Cover
Sold Separately

 Glass thickness (D) Hinge side O.C.
8 0

9.5 (3/8") 0
10 0

 Hinge side opening clearance chart

 Glass thickness 8mm  Glass thickness 10mm

Item No. Type Weight (g) Carton (pcs)
J95-24/16T Free Swing 131

50
J95-C24/16T Self-Closing 143

Material Finish
Steel Nickel
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J95ZC-GR/NI/BC
Mounting Plate Cover
Sold Separately
(See p.288)

J95ZC-GR/NI/BC
Mounting Plate Cover
Sold Separately
(See p.288)

GH-J95FP/CR/SN/BL
Glass Face Plate
Sold Separately
(See p.289)

Grey (GR) Nickel (NI) Black Chrome (BC)

J95SC-16GR/NI/BC
Safety Cover
Sold Separately
(See p.288)

J95SC-16GR/NI/BC
Safety Cover
Sold Separately
(See p.288)

Grey (GR) Nickel (NI) Black Chrome (BC)

•  Load capacity: 25 kg (55 Ibs)/2 pcs, 35 kg (77 lbs)/3 pcs.
•  Maximum door width: 800 mm (31-1/2")/2 pcs.
• Recommended door thickness: 8~10mm (5/16~3/8) for  
 tempered glass only. 
•  Clip on type for easy installation.
•  3-way adjustment with door installed.
•  Requires 6 M5 or equivalent (US#10) screws: 2 pcs for 

each hinge, and 4 pcs for each mounting plate.
•  Optional hinge cover (J95SC-16) and mounting plate 

cover (J95ZC) available (sold separately p.288).
•  Glass face plate (GH-J95FP) also available (sold 

separately p.289).
•   For wood door applications, see page 284.

Chrome (CR) Satin Nickel (SN) Black (BL)

*Requires J95-P6T Mounting Plate and GH-J95FP faceplate for glass door application (sold separately p.288-289).
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Part Name Material
Cup Zinc Alloy
Body Steel
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Glass Door Application

 Hinge side opening clearance chart

 Glass thickness 8 mm  Glass thickness 10 mm

Glass thickness (D) Hinge side O.C.
8 0

9.5 (3/8") 0
10 0

Bore Dimensions

4248

40

Nickel (NI)

Black Nickel (BN)

Item No. Type Weight (g) Box (pcs) Carton (pcs) Finish
J95-24/0T-NI Free Swing 148

10 50
Nickel (NI)

J95-C24/0T-NI Self-Closing 160
J95-24/0T-BN Free Swing 148

Black Nickel (BN)
J95-C24/0T-BN Self-Closing 160

Part Name Material
Cup Zinc Alloy
Body Steel

•  Load capacity: 25 kg (55 Ibs)/2 pcs, 35 kg (77 lbs)/3 pcs.
•  Maximum door width: 800 mm (31-1/2")/2 pcs.
• Recommended door thickness: 8~10mm (5/16~3/8) for  
 tempered glass only. 
•  Clip on type for easy installation.
•  3-way adjustment with door installed.
•  Requires 6 M5 or equivalent (US#10) screws: 2 pcs for 

each hinge, and 4 pcs for each mounting plate.
•  Optional hinge cover (J95SC-0) and mounting plate cover 

(J95ZC) available (sold separately p.288).
•  Glass face plate (GH-J95FP) also available (sold 

separately p.289).
•   For wood door applications, see page 286.

*Requires J95-P6T Mounting Plate and GH-J95FP faceplate for glass door application (sold separately p.288-289).

J95ZC-GR/NI/BC
Mounting Plate Cover
Sold Separately
(See p.288)

GH-J95FP/CR/SN/BL
Glass Face Plate
Sold Separately
(See p.289)

Grey (GR) Nickel (NI) Black Chrome (BC)

J95ZC-GR/NI/BC
Mounting Plate Cover
Sold Separately
(See p.288)

J95SC-0GR/NI/BC
Safety Cover
Sold Separately
(See p.288)

J95SC-0GR/NI/BC
Safety Cover
Sold Separately
(See p.288)

Grey (GR) Nickel (NI) Black Chrome (BC)

Chrome (CR) Satin Nickel (SN) Black (BL)
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HEAVY DUTY CONCEALED HINGE (INSET) J95-24/0T,J95-C24/0T

EB-317/EP
Available in 2 finishes

Load Capacity 440 lbs/ea.

EB-200/EP
Available in 2 finishes

Load Capacity 385 lbs/ea.

MC-37
Non-Magnetic Touch Latch

ESO-6732
Adjustable Knuckle Catch

MC-JM50
Sealed Magnetic Catch

MLC-100
Touch Latch

MC-JM45
Sealed Magnetic Catch

MC-159
Ultra Thin & Strong Mag. Catch

EB-303/EP
Available in 2 finishes, with/without damper 

Load Capacity 330 lbs/ea.

DSI-4251
Available in 6 sizes

DSI-4257
Available in 2 sizes

Never compromise aesthetics for functionality. At Sugatsune, we believe that the beauty of a component is not only in 
how it looks but also how it functions. When it comes to functional and innovative hardware Sugatsune has the perfect 
parts to fit your design.

DSI-4258
Available in 2 sizes

DSI-3250
Available for 4 door thickness

DSI-3250 ALH SERIES DSI-4253

ML-ZN80DC-200 DAMPER EB-FOLDING BRACKETS

Sliding Door Handles

Folding Brackets

Door Stoppers

Adjustable Concealed  
Hinges Series

Concealed Cup Hinges

DSD-02
Floor mount

DSD-03
Wall mount

HES3D CONCEALED HINGES
This versatile, 3-way adjustable concealed hinge comes in 
5 sizes with load capacities raging from 19.8 lbs to 220 lbs/
pair. Available in 6 different finishes for some of the sizes. 
Successfully passed 300,000 cycle test.
3-hour UL Listed models available  
(HES3D-E190-UL, HES3D-W190-UL).
Available for cladded doors (HES3D-W190).

J160-SERIES

Available in two finishes. 
This 3-way adjustable 
hinge with built-in 
damper is the perfect 
solution for large closet 
doors or cabinets. 
Featuring 160° opening 
and up to 88 lbs load 
capacity for 3 hinges.

J95-SERIES

The seriously heavy duty 
J95 series is available in 
two finishes, this 3-way 
adjustable hinge can hold 
up to 77 lbs load capacity 
for 3 hinges. Available in 
25mm overlay, 16 mm 
overlay and inset. 

Glass faceplates and 
hinge covers available. 

BEAUTY & FUNCTIONALITY 

sugatsune.comsugatsune.com 1.888.557.52671.888.557.5267

ALH Handle Series
Available in 3 Anodized Finishes: Matte Black, Matte Silver and Satin, with 5 Lengths to chose, from 2" to 39-3/8".

DSI-4253
Available in 5 sizes

388 Series
Available in 2 finishes and 4 sizes.
Load Capacity: 77 lbs ~176 lbs/ea

DC-200 Door Damper Series
Available in 2 finishes and 2 strengths.

Load Capacity: 15 lbs ~88 lbs.

“The Mighty” ML-ZN80 
Push-To-Open Door Latch 

Available in 2 finishes, Mag. Force: 6.6 lbs.
Magnetic & Non-magnetic Catches, Touch and Push Latches and more  

Hundreds of varieties of catches and latches, available in various finishes and strengths.

Stainless Steel

Dampers, Catches & Latches



We are making a greater emphasis on aesthetic finishes to compliment your projects and designs; with this is mind, we 
bring you our collection of Knobs, Pulls and Hooks in Matte Black as well as fine woods and distressed finishes.
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Hooks

Pulls & Knobs   Available in various finishes and sizes

DSI-350 Series

DSH-01 DSH-129 PXB-BN05-211
Available in 2 sizes/5 finishes

PXB-WM05-111
Available in 3 finishes

PXB-GR05-211
Available in 6 finishes

SN Series KK-H Series

EMPHASIS on BEAUTY

sugatsune.com 1.888.557.5267

ES-Z403-128 ES-Z201-33 ES-Z402-128 ES-Z001-224

ESOR Line

SN DRAWER PULL SERIES PXB-WM05 HOOK SERIES ESOR HANDLE LINE

ESOR is a small 
foundry that specializes 
in making decorative 
handles born out of 
deep Basque tradition 
of metal working.
Dozens of styles and 
finishes to choose from. 

EY-320


